
Artevia™ Polish is a range of concretes that have the smooth surface 
texture of polished marble. Available in an almost unlimited choice of 
colours and aggregates, the special concrete is ground and polished to an 
elegant silky finish.

Applications
• Hotels and museums

• Showrooms

• Restaurants

• Station concourses

• Patios

• Floors (domestic, retail outlets, shopping malls)

• Industrial floors

Advantages 
• Can be formulated to fit most colour schemes

• Wide scope for creativity: any material hard enough to be polished 
can be incorporated (e.g. glass chips, aluminium)

• Gives a unique, customised look

• Durable low maintenance finish for long-lasting service

• Abrasion resistant and hard wearing

• Integral homogeneous colour will not fade or wear off

• Eliminates the need for expensive protective coatings (e.g. epoxy) in 
industrial applications

• Polyfiber reinforced to minimise plastic shrinkage cracking
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Limitations
• Concrete is a composite material and even though every care is taken to keep the 

material as homogeneous as possible, the colour of different loads may show 
marginal variations. (This is minimised by blending the first concrete discharged 
from a truck load with the last concrete from the previous truck.)

• ArteviaTM  Polish should not be used as a screed

General
• ArteviaTM mixes are suitable for most domestic, structural and precast concrete 

applications.

• All ArteviaTM mixes are designed to have an optimum fines content, allowing for a 
superior blend of coloured concrete.

• ArteviaTM is Lafarge Readymix’s range of superior decorative concretes,which offer 
architects, developers, contractors and specifiers, a wide scope for aesthetic, 
durable and cost effective finishes.

• Lafarge Readymix is backed by the technical resources of the Lafarge Group, the 
world leader in building materials, ensuring the high standard of our quality and 
service.

• Our Sales and Technical support teams will be pleased to help you with ArteviaTM 
queries at any time.

Ensuring satisfaction
As with any concrete work, the quality of the final product is strongly influenced by the 
quality and consistency of the application work. We recommend that you use one of our 
Approved Applicator Network Contractors (a list of approved applicators in your area is 
available on request) to obtain the best results from our ArteviaTM range.

“We aim to deliver an excellent customer experience through service, 
quality, accountability and value.”

• ArteviaTM concrete will behave in a 
similar way to conventional concrete. 
Good concrete site practices should 
always be maintained.

• The concrete will be delivered in a 
uniform consistency: it is advisable 
not to add water on site.

• The correct workability for your 
chosen application must be agreed at 
the time of ordering Ensure the 
correct slump is specified: adding 
water on site will impact the colour.

SOME GENERAL GUIDELINES

• Finishing techniques can affect 
colour. For the best results, it is 
essential to ensure consistency in 
placing and finishing the product.

• When placing the concrete, avoid 
walking in wet concrete, otherwise 
footprints will remain visible.

• Always cure the concrete as early as 
possible concrete surface using our 
recommended curing and finishing 
materials.

• Poor curing of ArteviaTM Polish can 
lead to lighter colours or shade 
variations in final surface finish

• The strength of the concrete should 
be at least 25MPa.

• Cure for at least one week before 
polishing the concrete work.

Safety Precautions 
Respect the rules of occupational Health and Safety: 

• Wear gloves, 
• Wear helmet, 
• Wear safety shoes,  
• Wear Safety glasses, etc… (MS DS available upon request)


