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Specifications
Panel Size: 1510x220x5.7mm Guarantee: Lifetime Residential/5 year General/
Wear Layer: 0.55mm Ceramic Bead overlay 10 year Light Commercial
treated with Ultra-Fresh Edges: Square Edge
Box Size: 1.99m%6 Panels Lock: Droplock 100
Box weight: 18kg

* Extra Long , Wide planks with High definition visuals and rich surface textures deliver a natural
appearance.

* 100% Woaterproof.

* Strong, Rigid and Dimensionally stable, installs up to 20m x 20m without expansion profiles.

* Installs over most existing hard surfaces, including ceramic tile.

* No telegraphing from minor subfloor imperfections.

* No acclimatisation required in residential applications.

* Ultra-Fresh inhibits the growth of surface mould and mildew, while discouraging growth of hidden mould
beneath the floor.

* Premium attached foam Underlayment improves sound absorption for a quieter environment.

* Enhanced protection against scuffs and abrasions with a tough, transparent wear layer with Enhanced
Ceramic Bead finish.

* Superior stain, fade and wear resistance.

* Combines the beauty of hardwood, the durability of LVT and the ease of click installation.

* Recommended for Retail, Hospitality, Multi-Family, Corporate, Educational, and Residential environments.
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